


Base: JP-28667

Stacker: JP-28669

Shelf: 
JP-28671

Ultra Spill 
Pallet Plus® 

UT-9631 shown 
supporting an 

IBC Tote (right) 
and with a drum 

loading ramp  
UT-0676 (below)

Ultra-Spill King® UT-0802 (left) is strong enough to stack mul-
tiple pallets. Order additional pallets separately (UT-3000801)

Meets or Exceeds:
Uniform Fire Code Spill Containment Regulations
Spill Prevention, Control and Countermeasure Act

See our complete line of 

drum spill containment at 

www.cplabsafety.com

 Part#  Description Load Capacity 1+ 6+

UT-0802 Ultra Spill King® w/drain, 4-Drum, 85 gal capacity 9000lb $379.05 $341.15 

UT-9607 Ultra Spill Pallet Plus® w/drain, 1-Drum, 62 gal capacity 800lb $217.55 $195.80 

UT-9611 Ultra Spill Pallet Plus® w/drain, 2-Drum, 66 gal capacity 4500lb $263.15 $236.84 

UT-9627 Ultra Spill Pallet Plus® w/drain, 3-Drum, 66 gal capacity 4500lb $418.00 $376.20 

UT-9631 Ultra Spill Pallet Plus® w/drain, 4-Drum, 75 gal capacity 9000lb $428.45 $385.61 

UT-1011 Ultra Spill Pallet® w/drain, 2-Drum, 66 gal capacity 3000lb $248.90 $224.01 

UT-1001 Ultra Spill Pallet® w/drain, 4-Drum, 62 gal sump 6000lb $325.85 $293.27 

UT-0676 Loading Ramp for Drum Pallets (2 drum and 4 drum) 700lb $222.30 $200.07 

Black Yellow  Description 1+ 6+

JP-28667 JP-28666 Base Module $525.03 $472.53 

JP-28669 JP-28668 Stacker Unit $295.13 $265.61

JP-28671 N/A Dispensing Shelf $144.60 $130.14 

UltraTech Spill Pallets are the toughest we’ve found anywhere! They meet 
EPA Container Storage Regulations for Drum Secondary Containment 40 CFR 
264.175 and are SPCC compliant. These pallets are so strong that the 4-drum 
UT-9631 can hold 9,000 lbs, enough for an IBC tote --- the only low profile spill 
pallet with this ability. All sizes have compliant sump capacities and removable 
grates for easy cleaning. Forkliftable, all-polyethylene construction. Recycled.

EPA 40 CFR 
264.175
NFPA 1 the 
Uniform Fire 
Code 60.3.2.10
International Fire 
Code 2704.2.3
Spill Prevention, 
Control and 
Countermeasure 
Act (SPCC) 
Compliant
NFPA 30 9.13.1 
and OSHA 29 
CFR 1910.106(e)
(2)(iii)

One ton of recycled plastic saves 16.3 barrels of oil, 5,774 Kwh of 
electricity, and 30 cubic yards of landfill space.

This modular system combines efficient storage, positive spill control, 
and safe liquid dispensing for 30- or 55-gallon (110 or 200 L) drums. 
It exceeds EPA regulations and eco friendly black modules are made 
from 100% recycled polyethylene that resists corrosion and stands up to 
industrial use. Molded-in drum lock channels hold drums in place. Base 
module with oversized, open sump is ideal for two-drum storage. 

Optional Stack Module doubles capacity and includes nylon strapping 
for safety. Optional dispensing shelf can be added to the Stack Module 
to permit safe filling of small containers.

Black color is made from 100% recycled content 
Yellow color contains 35% recycled content

UltraTech Spill Pallets, Extra Strength

Justrite® Recycled Polyethylene Dispensing and Stacking Stations

Drum Management
NEW

EPA 
Compliance: 
CFR 264.175
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Drum Bung Wrench RN-DBW 
for opening plastic and steel 
drums

JP-08800
JP-08805 for opening 
steel drums

JP-08006 is 
ideal for use 
with chlorinated 
solvents.

JP-08101
JP-08300

Choose brass 
drum vents for 
petroleum based 
applications.

Drum Accessories
Drum Security Locks

Drum Accessories

Drum Locks reduce theft, pilfering, sabotage and “cocktailing” of contents. Justrite® Drum Locks 
are a cost effective solution to controlling storage concerns of all types of liquids, semi-liquids, 
and powders that come in standard drums. Made of corrosion resistant, non-sparking zinc die 
cast, the units easily install around the drum bung flange with no risk of cross threading. 

Drum bung wrenches are designed to easily open multiple drum opening styles. Choose poly or metal (metal wrench can only be used on 
steel drums.)

Justrite® Drum Vents provide automatic pressure relief. Operating valve opens at five psig internal pressure in normal service. Vacuum 
relief is manual or automatic depending on the model and permits four or more gpm flow through a standard .75” faucet. All vents include a 
flame arrester for added safety.

Justrite’s Drum Cradle allows for easy moving and secure setup of drums weighing up to 800 pounds. Loading bar grips drum chime and 
permits smooth shifting of drum into horizontal position.

 Part#  Description Fits Drum Price

JP-08509 2 Units to fit 2” NPT bung Plastic $48.55

JP-08511 2 Unit to fit 2” NPT bung, 2 padlocks Plastic $90.68

JP-08508 1 Unit to fit 2” NPT bung, 1 unit to fit 3/4” bung Steel $43.35

JP-08510 1 Unit to fit 2” NPT bung, 1 unit to fit 3/4” bung, 2 padlocks Steel $83.90

 Part#  Description Price

RN-DBW Drum Bung Wrench, plastic $19.24

JP-08805 Drum Bung Wrench, Metal for Steel drums $32.69

JP-08101 Brass vertical 2” NPT drum vent $77.38

JP-08300 Brass horizontal 2” NPT drum vent $47.53

JP-08005 Non-metallic vertical vent, plated steel flame arrester $44.80

JP-08006 Non-metallic vertical vent, stainless flame arrester $65.54

JP-08800 Drum Support and Dispensing Cradle $248.49

Information 
on safe drum 

handling at www.
cplabsafety.com
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High quality German made chemical transfer pumps are designed for 5-55 gallon drums, carboys and 
containers. The B2 Vario laboratory drum pump is safe for use with most acids, oils and solvents (choose 
from polypropylene or stainless steel pump tube.) Designed for typical laboratory pumping needs, 
this small, lightweight pump’s infinitely variable speed controller allows a controlled and comfortable 
dispensing of small or large liquid amounts. The operator can gradually regulate the delivery rate from 
lowest up to requested speed by one movement of the hand. Sealless pump tube is completely lube free, 
eliminating the risk of fluid contamination.

Polypropylene pump tube is suitable for fluids such as battery acid, ammonia solution, glycols, 
phosphoric acid, hydrochloric acid and hydrogen peroxide.

Stainless Steel pump tube works with oil-based lubricants, cleaner solvents, and plasticizers.

Complete pump includes: pump body (polypropylene or stainless steel), B2 Vario variable speed motor, 
5 foot PVC hose, polypropylene nozzle 
for easy discharging, wall bracket for safe 
storage when the pump is not in use.

AP-THP-STAP-FDA-600 AP-3004 AP-316T AP-PP-SS AP-P-490

AP-507

Hand Drum Pumps

Lutz® Electric Drum Pumps

Drum Pumps

The economical choice for small pumping jobs! A wide variety of models, designs and materials available. Use Stainless Steel, Ryton and 
Teflon for aggressive chemicals, polypropylene for good chemical resistance at an affordable price, or other materials that are most compliant 
with your fluids. Reusable and rugged, these hand drum pumps include rotary pump models, T-Handle pumps, and lever action pumps. Great 
for laboratories who need to pump aggressive chemicals, solvents, acids and alkalis. 
More hand drum pumps available at www.cplabsafety.com

 Part#  Description 1+ 6+

AP-FDA-600 FDA Approved Air Diaphragm Drum Pump, 600 GPH $120.22 $108.20 

AP-THP-ST T-Handle Drum Pump, Stainless Steel & Teflon, 22oz/stroke $129.50 $116.55 

AP-3004 Rotary Drum Pump for aggressive chemicals, Stainless Steel, 6 GPM $167.04 $150.34 

AP-316T Piston Chemical Drum Pump, 8oz/stroke $127.30 $114.57 

AP-PP-SS Polypropylene Drum Pump, 8oz/stroke for aggressive chemicals $108.10 $97.29 

AP-P-490 Polypropylene & Steel Drum Pump, Lever Action, 9 GPM $45.50 $40.95 

AP-507 All PVC Sanitary Heavy Duty Drum Pump, Large 22oz/stroke $55.90 $50.31 

 Part#  Pump Tube Material Tube Length 1+ 6+

LP-0205-060 Polypropylene 19” $530.00 $477.00 

LP-0205-061 Polypropylene 27” $540.00 $486.00 

LP-0205-062 Polypropylene 39” $605.00 $544.50 

LP-0205-070 Stainless Steel 19” $741.00 $666.90 

LP-0205-071 Stainless Steel 27” $756.00 $680.40 

LP-0205-072 Stainless Steel 39” $786.00 $707.40 

Variable motor •	
speed

Easy and safe •	
operation by 
integrated 
ergonomically 
designed 
handles and 
nozzles

Ultra quiet•	
Long service life•	

NEW
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Store hazardous liquids in safety cabinets designed to meet OSHA and NFPA standards. 
Justrite® cabinets are made of sturdy 18-gauge double wall, welded steel with 1.5” of 
insulating air space. All safety cabinets include 3-point bullet latching system. 

Exclusive galvanized SpillSlope™ shelves safely direct spills to bottom of the 2” leak 
tight sump. Cabinets feature dual vents with flame arresters, adjustable leveling feet, 
grounding connector and Haz-Alert™ reflective, trilingual warning label. Shelves are 
adjustable on 3” centers and are ANSI approved with a 350lb allowable load. Flush 
mounted handle reduces “catches” from passing traffic, and is less prone to shipping 
damage.

Self-close models meet the Uniform Fire Code and are required in California and 
several other states. A fusible link melts at 165º F, causing the doors to shut and latch 
automatically under fire conditions. All Justrite® safety cabinets are backed by a 10-
year warranty.

All cabinets meet OSHA 29 CFR 1910.106 and NFPA Code 30 Section 9.5 and most 
are FM Approved. Shelves meet ANSI MH28.1

See our complete line of safety cabinets at www.cplabsafety.com

JP-894500

EG-1947 EG-1923

Justrite® Flammable Cabinets 

Eagle Safety Storage Cabinets are constructed of 18-gauge 
steel, double-walled with 1.5” air space between walls. 
Two vents, each with 2” threaded fittings, have fire baffle 
and cap. Cabinets come in yellow high gloss powder finish 
with red warning stickers, grounding attachment, 3-point 
key lock, and 2” raised, leakproof door sill. Each shelf is 
adjustable, supported by 4 brackets, and can support 350 
pounds.

Available in both manual close and self closing. (Check with 
your local Fire Marshall for self-closing requirements.)

All cabinets meet NFPA Code 30 and OSHA requirements.

Eagle® Flammable Cabinets

Manual Self-Close Style Capacity Gal. W x D x H Shelves Approval Manual/Self-Close

EG-1904 EG-1903  1 door, bench top 4 17.5” x 18” x 22.5” 1 FM,N,O* $520.77 / $593.20

EG-1925 EG-1924  1 door, space saver 12 23” x 18” x 35” 1 FM,N,O* $617.33 / $664.11

EG-1923 EG-2310  1 door, space saver 24 23” x 18” x 65” 3 FM,N,O* $801.99 / $839.03

EG-1932 EG-3010  2 doors, standard 30 43” x 18” x 44” 1 FM,N,O* $869.99 / $952.97

EG-1947 EG-4510  2 doors, standard 45 43” x 18” x 65” 2 FM,N,O* $1032.93 / $1127.98

EG-1962 EG-6010  2 doors, standard 60 31.25” x 31.25” x 65” 2 FM,N,O* $1201.91 / $1287.90

*Self-Closing models also meet the International Fire Code or NFPA 1 Fire Code
** Codes state that not more than 60 gallons may be class I and II liquids.

Flammable Safety Cabinets

Manual Self-Close Style Capacity Gal. H x W x D Shelves Approval Manual/Self-Close

JP-893000 JP-893020 2 door 30 44” x 43” x 18” 1 FM,N,O* $770.64 / $838.51

JP-894500 JP-894520 2 door 45 65” x 43” x 18” 2 FM,N,O* $931.80 / $1001.55

JP-896000 JP-896020 2 door 60 65” x 34” x 34” 2 FM,N,O* $1111.19 / $1185.25

JP-899000 JP-899020 2 door 90** 65” x 43” x 34” 2 FM,N,O* $1330.22 / $1478.81

* * * FREE SHIPPING on all Safety Cabinets!! * * * 
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With a small footprint, the 22 gallon Slimline cabinet is ideal when workspace is at a 
premium. Double wall, air insulated, welded steel construction is finished in chemical 

resistant powder coat paint. Features 
three-point, self-latching doors on a 
continuous piano hinge, three “spill-
catcher” galvanized steel shelves 
to catch incidental drips and a 2” 
leakproof sump for spill control. Also 
included are dual vents, adjustable 
leveling feet, a grounding connector 
and a large trilingual warning label 
identifying contents as flammable. 

Piggyback Style Safety Cabinets are 
designed to mount on top of Justrite’s 
standard 30- and 45-gallon manual 
or self-close cabinets. They can also 
be used alone as a bench top cabinet. 
Piggyback units are not for use with 
sliding door cabinets.

JP-891300 

JP-891700

Slimline & Deep Slimline Safety Cabinets 

Manual Self-Close Style Capacity Gal. H x W x D Shelves Approval Manual/Self-Close

JP-892200 JP-892220 1 door, Slimline 22 65” x 23.25” x 18” 3 FM,N,O* $793.96 / $826.44

JP-895400 JP-895420 1 door, deep Slimline 54 65” x 23.25” x 34” 3 FM,N,O* $1174.09 / $1233.29

JP-891300 JP-891320 2 door, piggyback 12 18” x 43” x18” 0 FM,N,O* $631.10 / $692.64

JP-891700 JP-891720 2 door, piggyback 17 24” x 43” x 18” 1 FM,N,O* $694.05 / $761.48

*Self-Closing models also meet the International Fire Code or NFPA 1 Fire Code

Wall Mount, Counter Top & Under Counter Safety Cabinets

Manual Self-Close Style Capacity Gal. H x W x D Shelves Approval Manual/ Self-Close

JP-8917008 - 2 door, manual, wall mount 17 24” x 43” x 18” 1 N,O $722.57/ N/A

JP-893400 - 2 door, manual, wall mount 20 44” x 43” x 12” 5 FM,N,O $891.17/ N/A

JP-890400 JP-890420 1 door, counter top  4 22” x 17” x 17” 1 N,O* $472.95 / $551.25

JP-891200 JP-891220 1 door, compac 12 35” x 23.25” x 18” 1 FM,N,O* $576.80 / $612.99

JP-891500 JP-891520 1 door, compac 15 44” x 23.25” x 18” 1 FM,N,O* $645.85 / $690.47

JP-892300 JP-892320 2 door, under counter 22 35” x 35” x 22” 1 FM,N,O* $720.01/ $816.96

Wall mount safety cabinets are ideal for storing small containers near work areas •	
without taking up extra floor space. 12” deep, the 20-gallon model features five 
adjustable shelves. Includes mounting hardware.

Counter top safety cabinets allow increased access to often used liquids. Can be wall •	
mounted with purchase of wall mount kit. 
Compac safety cabinets have a narrow width that fits 
in many places.	

Under counter Cabinets provide quick access at •	
work stations. Cabinets are sized and fitted with a 
3.5”h x 2.5”d kick plate to mount flush with other 
cabinets. Dual vents with flash arresters are located 
on the back wall for easy connection if ventilation is 
needed.

JP-892300

JP-893400

JP-890420

JP-891520

FREE SHIPPING ON ALL SAFETY CABINETS

JP-895400JP-892200
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All steel cabinets meet NFPA Code 30 and OSHA specifications. *Self-Closing models also meet the International Fire Code or NFPA 1 Fire Code

Justrite® acid and corrosive cabinets feature 18-gauge 
steel, double-wall construction, dual vents, grounding wire 
connections, adjustable shelves, leakproof sills, three point 
self-latching doors and leveling feet. To resist aggressive 
chemicals, acid cabinets also include polyethylene trays 
attached to galvanized steel shelves and a separate polyethylene 
liner for the bottom sump. The liner can be removed for easy 
cleaning of drips and leaks. The popular 30-gallon cabinet also 
includes a polyethylene top work tray which can be secured to 
the cabinet top as a handy work surface. Durable powder coat 
paint finish offers excellent resistance to chemicals. 

These cabinets are not recommended for Phenol, Sulfuric or 
Nitric Acids.

Justrite® Steel Acid Safety Cabinets

For use in storing small containers up to 5-gallon capacity of 
flammable and non-flammable acids and corrosive liquids. All 
interior and exterior surfaces, including shelves, are finished with 
blue epoxy powder coating. This type finish is superior to epoxy 
painted or enamel painted surfaces. Powder coating gives superior 
protection against chemical attack in event of a spill or splash. For 
additional protection, each cabinet is supplied with high density 
polyethylene trays for the shelves and bottom of cabinet.

These cabinets are not recommended for Phenol, Sulfuric or 
Nitric Acids.

Eagle® Steel Acid Safety Cabinets

Safety Cabinets for Acids & Corrosives

 JP-893002

Manual Self Closing Style Capacity Gal. H x W x D Shelves Approv. Manual/Self-Close

 JP-891302  JP-891322 2 door, Piggyback 12 18” x 43” x18” 0 FM,N,O* $653.78/ $786.75

 JP-891702  JP-891722 2 door, Piggyback 17 24” x 43” x 18” 1 FM,N,O* $784.38 / $930.23

 JP-893002  JP-893022 2 door, Standard 30 44” x 43” x 18” 1 FM,N,O* $865.59 / $989.19

 JP-894502  JP-894522 2 door, Standard 45 65” x 43” x 18” 2 FM,N,O* $1011.39 / $1105.89

 JP-896002  JP-896022 2 door, Standard 60 65” X 34” x 34” 2 FM,N,O* $1268.95 / $1332.39

Manual Self Closing Style Capacity Gal. W x D x H Shelves Approv. Manual/Self-Close

EG-CRA-1925 EG-CRA-1924 Space Saver, 1 door 12 23” x 18” x 35” 1 N,O* $904.00 / $707.85

EG-CRA-32 EG-CRA-3010 Standard, 2 door 30 43” x 18” x 44” 1 FM,N,O* $952.97 / $1045.00

EG-CRA-1906 EG-CRA-1905 Standard, 1 door 16 23” x 18” x 44” 1 FM,N,O* $790.84 / $818.00

EG-CRA-47 EG-CRA-4510 Standard, 2 door 45 43” x 18” x 65” 2 FM,N,O* $1126.47 / $1279.25

EG-CRA-62 EG-CRA-6010 Standard, 2 door 60 31.25” x 31.25” x 65” 2 FM,N,O* $1347.14 / $1479.92

EG-CRA-1904

Prices 
include 

shipping & 
handling

* * * FREE SHIPPING on all Safety Cabinets!! * * * 
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Eagle’s non-metallic acid cabinets are constructed of 100% polyethylene for 
excellent resistance to harmful acid vapors and spills, making these cabinets 
suitable for use with sulfuric, hydrochloric and nitric acids. These cabinets 
are available in 4-gallon Bench Top, 22-gallon Under-Counter and 44 gallon 
Standard. Features include internal and top sump capacities of at least 1 gallon, 1 
or 2 adjustable poly shelves (depending on model), storage for small containers 
in the doors, lockable doors and two 2” poly vents with caps. The cabinets are 
available in flat blue or white with a smooth finish for ease of cleaning.

The 44 gallon model (right) features independent upper and lower 
compartments to allow for segregation of reactive chemicals. Includes two 
3/8” threaded inserts on top sides for wall anchors. The base of the cabinet 

is flush to floor 
and sides and the 
bottom shelves are 
removable for easy 
cleaning of sump 
areas.

Eagle® Polyethylene Acid Safety Cabinets

All poly acid cabinets are available in 
either blue or white. Shown above:  
12 gallon blue EG-CRA-P22

EG-CRA-P04

EG-CRA-P44W

Blue Part# White Part# Style Capacity Gal. W x D x H Price

EG-CRA-P04 EG-CRA-P04W Bench Top, 1 door 4 18” x 18” x 22” $471.62

EG-CRA-P22 EG-CRA-P22W Under Counter, 2 door 22 35” x 22” x 36” $968.63

EG-CRA-P44 EG-CRA-P44W Standard, 2 door 44 35” x 22” x 65” $1239.80

Wood laminate and poly cabinets can safely store corrosives and acids, but are not FM approved.

Justrite’s Wood Laminate Storage Cabinets are suitable for highly 
corrosive liquids such as phenol, nitric acid and sulfuric acid. 
Long lasting wood construction provides exceptional strength 
along with stainless steel handles and hinges to resist corrosion 
from harsh acids.

Counter Top Model JP-24120 is ideal for small quantities used 
at workbench level. Under Counter Model JP-24140 can also 
be used free standing and includes a removable easy-to-clean 
polyethylene work surface top which is recessed 5/8” (16mm) to 
help contain incidental leaks.

Wood Laminate Acid Safety Cabinets

 JP-24140

 Part# Style Capacity Gal. H x W x D Shelves Price

 JP-24120 2 Door Counter Top Six 2-1/2 Liter Bottles 18.5 x 24 x 16 0 $608.90

 JP-24140 2 Door Under Counter Thirty-Six 2-1/2 Liter Bottles 35.75* x 36 x 22 1 $1036.62

 JP-24150 2 Door Standard/Tall Forty-Nine 2-1/2 Liter Bottles 60 x 42 x 17.875 2 $1403.90

FREE SHIPPING ON ALL SAFETY CABINETS

Customer Service (888) 322-5722 41Customer Service (888) 322-5722 41



Bollard Posts and Sleeves
Eagle® Bollard Post Sleeves

Eagle® Steel Bollard Posts and Machine Guards

Yellow Red Description I.D. OD Height Price

EG-1735 EG-1735R 4" Smooth - Yellow 4.75" 5.25" 56" $42.76

EG-1736 EG-1736R 6" Smooth - Yellow 6.875" 7.375" 56" $46.47

EG-1737 EG-1737R 8" Smooth - Yellow 8.875" 9.375" 57" $55.78

These Bumper Post Sleeves make old bollard posts look like new! High-visibilty HDPE 
construction with UV inhibitors resist fading, rusting or cracking. Eliminates annual 
maintenance while helping to protect vehicles and the post from impact damage. 

Smooth Bollard Post Sleeves are available to fit 4”, 6” and 8” NPT pipe and you may 
choose either yellow or red (available in other colors for quantity orders). The smooth post 
sleeves are 56”-57” in length. The sleeves may be easily trimmed for an exact fit.

Fluted (Ribbed) Bollard Post Sleeves have unique 
vertical ribs which provide extra impact protection while 
at the same time allowing for easy slide-on installation. 
Available in lengths up to 72” and can also be trimmed 
for an exact fit. Available to fit 4”, 6” and 8” NPT pipe 
sizes. Many color options available, including Handicap 
Blue (not shown.) 

Bollard Posts feature a baked on powder coat and are 
made of 1/4” thick steel mounted on 3/8” steel plates 
(pre-drilled with 3/4” holes). Removable HDPE post 
caps are included. Posts can be filled with concrete.

Machine Guards create barriers between traffic areas 
and your valuable machinery. 

Yellow Red Green Lime Black White Size ID OD Height Price 

EG-1732 EG-1732R EG-1732GN EG-1732LM EG-1732BLK EG-1732W 4" 4.750" 5.750" 56" $50.30

EG-1730 EG-1730R EG-1730GN EG-1730LM EG-1730BLK EG-1730W 6" 6.875" 7.875" 56" $54.67

EG-1738 EG-1738R EG-1738GN EG-1738LM EG-1738BLK EG-1738W 8" 8.875" 10.0" 57" $55.78

EG-1730-72 EG-1730-72R EG-1730-72GN EG-1730-72LM EG-1730-72BLK EG-1730-72W 6" 6.875" 7.875" 72" $65.62

EG-1738-72 EG-1738-72R EG-1738-72GN EG-1738-72LM EG-1738-72BLK EG-1738-72W 8" 8.875" 10.0" 72" $78.74

Anchor bolts 
not included.

EG-1754

EG-1764

EG-1770

EG-1765

EG-1747

EG-1744

EG-1737 

Part # Description Dimensions Plate Size Price

EG-1742 4" Round Post 24"H x 4.5"D 8" x 8" x 3/8" $82.58

EG-1743 4" Round Post 36"H x 4.5"D 8" x 8" x 3/8" $116.58

EG-1744 4" Round Post 42"H x 4.5"D 8" x 8" x 3/8" $131.16

EG-1749 4" Round Post Cap 5"D N/A $8.96

EG-1755 5" Round Post 24"H x 5.6"D 10" x 10" x 3/8" $97.15

EG-1756 5" Round Post 36"H x 5.6"D 10" x 10" x 3/8" $131.16

EG-1757 5" Round Post 42"H x 5.6"D 10" x 10" x 3/8" $145.73

EG-1758 5" Round Post Cap 5.85"D N/A $10.22

EG-1752 5" Square Post 24"H x 5"D 10" x 10" x 3/8" $106.87

EG-1753 5" Square Post 36"H x 5"D 10" x 10" x 3/8" $140.86

EG-1754 5" Square Post 42"H x 5"D 10" x 10" x 3/8" $155.45

EG-1759 5" Square Post Cap 5.25" square N/A $10.22

EG-1746 4" Machine Guard 24"H x 36"W 8" x 8" x 3/8" $194.29

EG-1770 4" Machine Guard 24"H x 48"W 8" x 8" x 3/8" $223.45

EG-1774 4" Machine Guard 36"H x 36"W 8" x 8" x 3/8" $231.32

EG-1775 4" Machine Guard 36"H x 48"W 8" x 8" x 3/8" $254.46

EG-1771 4" Machine Guard 42"H x 36"W 8" x 8" x 3/8" $230.75

EG-1747 4" Machine Guard 42"H x 48"W 8" x 8" x 3/8" $259.91
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Part # Description 1+ 6+

BA-F24880-5003 2 bottle Kit w/ cover, 200mL pH Neutralizing & 500mL Saline Solutions $68.50 $61.65 

BA-F24880-5002 2 bottle Kit w/ cover, double 500mL Saline Solution $53.20 $47.88 

BA-F24880-4002 2 bottle Kit, open face, double 500mL Saline Solution $78.40 $70.56 

BA-F24880-4003 2 bottle Kit, open face, 200mL pH Neutralizing & 500mL Saline Solutions $59.50 $53.55 

Instant access to eye wash is critical at all workplaces where there is a risk of eye injury. For accidents 
involving chemicals, use Plum® Sterile pH Neutralizing Eye Wash, a sterile phosphate buffer (4.9%) that 
rapidly and gently neutralizes the fluid in the eye, returning the normal pH-level of 7. 

For accidents involving debris (dust, dirt, metal or wood chips), use Plum® Sterile Saline Eye Wash (a 
sterile 0.9% sodium chloride solution) to prevent debris from sticking to the eye and causing serious injury. 
This solution corresponds to the eye’s natural fluid.

Exact and clear directions (including text and pictogram) are printed on the label of each bottle. Flexible, 
form-fitting eye cup ensures a gentle and effective rising. Eye Washes are sterile and FDA registered in 
accordance with the regulations for OTC (over-the-counter) products.

Refills available for all kits and sizes at www.cplabsafety.com

Water-Jel® burn care products are effective, versatile and approved for emergency first aid burn treatment 
in a pre-hospital setting. They stop the burn progression, cool the burned area, relieve pain and prevent 
further injury. 

Fire Blankets are the one-step solution for emergency first aid on a burn victim. Puts out the fire, stops 
burn progression, cools the skin, relieves pain and protects the burn area. Burn Dressings give fast 
and effective emergency burn care for any type of burn injury. Burn Kits offer a combination of Burn 
Dressings and Burn Jel, ideal for safety managers and medical professionals.

Plum® Emergency Eye Wash Stations

Water-Jel® Emergency Burn Care

NEWEmergency

Part # Description 1+ 6+

WJ-9672-04 Fire Blanket: 6 x 8’ Heat Shield Burn Gel Wrap in Canister $319.00 $287.10 

WJ-7260-04 Fire Blanket: 5 x 6’ Burn Gel Wrap in Canister $217.60 $195.84 

WJ-3630-04 Fire Blanket: 3’ X 2.5’ Burn Gel Wrap in Canister $91.80 $82.62 

WJ-FSK-5 Universal Hard Case Burn Kit $82.60 $74.34 

WJ-0404-60 Burn Dressings 4” x 4” sterile, gel-soaked, case/15 $89.60 $80.64 

BA-F24880-5002

WJ-9672-04

Our Mercury Magnet™ spill kit contains 1 pair nitrile gloves, 1 pair 
safety goggles, 1 scrubber- 1 amalgam magnetic pickup tool, 2 large 
zip lock bags, 0.6 gal plastic disposal pail with screw top, and a 350 
mg jar of Mercury Magnet™.

How to use:
Sprinkle MERCURY MAGNET powder over spilled •	
mercury.
Wet powder with water. Scrub into spill to ensure complete •	
solidification, forming a metal/mercury amalgam.
Continue to scrub until no liquid is observed. If needed, add •	
more powder and water to complete solidification.
Pick up using included Mercury magnet•	

Mercury Spill Clean Up Kit

Part # Description 1+ 6+

OMN-001 350 gram Mercury Spill Kit $75.00 67.50

Protect your lab!Protect your lab!

The Plum® Advantage
Instant Access•	
Easy to Use•	
Effective Rinsing •	
Solutions
Refills available•	

Customer Service (888) 322-5722 43



The following table is to serve as a general guideline. The factors given are non-binding recommendations taken from details rendered by 
plastic manufactures and from literature. The first letter refers to the conditions at 20º C, the second to conditions at 60º C.

Chemical Guideline for Containers 

Key:
A = excellent		  This plastic is totally resistant to substance.
G = good	 Influence of substance for an extended period of time does not cause any or only small defects.
B = partially		  If exposed to constant influence, the plastic may possibly develop hairline cracks and a reduced resistant mechanical  
			   strength or discoloration.
U = non-resistant	 Application is not recommended. Plastics are not suitable for use in combination with substance. 

CHEMICAL NAME LDPE HDPE CHEMICAL NAME LDPE HDPE

1.4-dioxane G B G G Lactic acid 10% A A A A
Acetaldehyde G U G B Lactic acid 90% A A A A
Acetic acid 5% A A A A Lead acetate A A A A
Acetic acid, glacial 50% A A A A Metallic salts, dissolved A A A A
Acetone A G A A Methanoic acid 100% A G A A
Allyl alcohol A A A A Methanol A A A A
Aluminium salts A A A A Methyl ethyl ketone G B G G
Amino acids A A A A Methyl propyl ketone G B A G
Ammonia A A A A Methylene chloride B U G B
Ammonium carbonate A A A A Mineral oil G B A A
Ammonium phosphate A A A A n-amyl acetate B B G B
Ammonium sulphate A A A A n-butyl alcohol A G A A
Amyl chloride U U B U n-butyl alcohol A G A A
Aniline G G G G n-octane A A A A
Benzene U U B B Nitric acid 50% G B G G
Benzyl alcohol G B G G Nitric acid 70% B U G U
Boric acid A A A A Oleic acid B U G G
Bromine U U U U Oxalic acid A A A A
Butyric acid B U G B Ozone B B G B
Calcium chloride A A A A Perchloric acid G U G U
Calcium hydroxide saturated A A A A Perchloric ethylene U U U U
Calcium sulphate A A A A Phenol B U G G
Carbon tetrachloride B U B B Phosphoric acid 10% A A A A
Chlorobenzene U U U U Phosphoric acid 85% A A A A
Chloroform B U G B Phosphorous trichloride G B G G
Chlorine 10% in water G U G B Potassium acetate A A A A
Chromic acid 10% A A A A Potassium bromide A A A A
Chromic acid 50% A A A A Potassium carbonate A A A A
Citric acid 10% A A A A Potassium hydroxide 5% A A A A
Cresol U U B U Potassium hydroxide concentrated A A A A
Cyclohexane B B G B Potassium permanganate A A A A
Diethyl ketone G B G G Propylene glycol A A A A
Dimethylsulfoxide A A A A Pyridine B U  G B
Ethanol 95% A A A A Salicylic acid, saturated A A A A
Ethyl acetate G B G G Silver acetate A A A A
Ethyl benzene B U G B Silver nitrate A G A A
Ethylene glycol A A A A Sodium carbonate A A A A
Ethylene oxide B B G B Sodium chloride, saturated A A A A
Ferric chloride A A A A Sodium dichromate A A A A
Fluoride A A A A Sodium hydroxide 1% A A A A
Fluorine B U G U Sodium hydroxide 50% A A A A
Formaldehyde 10% A A A A Sodium hypochlorite 15% A A A A
Formaldehyde 40% G B A G Sodium nitrate A A A A
Glycerol A A A A Sodium sulphate A A A A
Heating oil B U  G B Sucrose A A A A
Hexane B B G B Sulphide B U G B
Hydrochloric acid 5% A A A A Sulfuric acid 20% A A A A
Hydrochloric acid 20% A A A A Sulfuric acid 6% A A A A
Hydrochloric acid 35% A A A A Sulfuric acid 60% A G A A
Hydrocyanic acid A A A A Sulfuric acid 98% G G G G
Hydrofluoric acid B U G U Tannic acid A A A A
Hydrofluoric acid 4% A G A A Tetrahydrofuran B U B B
Hydrofluoric acid 48% AG AA Toluene B U G G
Hydrogen peroxide 3% A A A A Trichloracetic acid B U G B
Hydrogen peroxide 30% A A A A Trichlorethane U U  B U
Isobutyl alcohol A A A A Turpentine oil B U G B
Isopropyl acetate G B A G Urea A A A A
Isopropyl alcohol A A A A Xylene B U B B
Kerosene B U G G Zinc chloride A A A A


